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Handheld GI-404 Vibrating  
Wire Readout 

Applications 
The Handheld GI-404 Vibrating 

Wire Readout provides precise 

measurements of vibrating wire 

instruments and thermistors. 

Durable, lightweight, portable, 

and designed for easy one-

handed operation, the GI-404 

can read any VW sensor operat-

ing between 400Hz to 6000Hz, 

covering almost all industry 

standard vibrating wire sensors 

made by any manufacturer.  The 

GI-404 provides complete com-

patibility with Industry Standard 

readouts. 

 

Features 
High measurement accuracy 

Can read nearly all commer-

cially availably VW sensors 

Complete compatibility with 

industry standard readouts 

Transducer connector 

Lightweight and durable (less 

then 150 grams with batteries 

installed) 

Compact and portable, ideal 

design for one-handed opera-

tion (4.7” x 2.5” x .87”) 

16 column, twin line backlit 

LCD display for easy reading 

in all conditions 

Long battery life and runs on 

two standard AA batteries 

(disposable or rechargeable)  

Low battery indication and 

Auto-Off timer 

Capable of reading both VW 

sensors and thermistors 

Broad temperature range 

measured directly in degrees 

Celsius 

Patch cord for connecting to 

the vibrating wire gauges 

 

Handheld Readouts 
The GI-404 VW Readout ar-

rives with a patch cord for con-

necting to the vibrating wire 

gages.  One end will consist of a 

5-pin plug for connecting to the 

respective socket on the bottom 

of the GI-404 enclosure.  The 

other end will consist of 5 leads 

terminated with alligator clips.  

The clips should be connected 

to their respectively colored 

leads from the vibrating wire 

gage cable.    

Convenient Front Panel Controls (Configuration, Mode, Position, Power) 



Specifications 
Vibrating Wire Readout 

 
Temperature Readout 

Physical 

 

Connector Pin Outs 
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Excitation Range: 400 Hz to 6000 Hz, 5-volt square wave 

Measurement Resolution: 0.1Hz 

0.1uS 

0.1Digit 

Measurement Accuracy: +/-0.025 % of Full Scale (6000 Hz) 

Sensor Type: Thermistor, YSI 44005, Dale #1C3001-B3, Al-

pha #13A3001-B3 

Sensor Accuracy: ±0.5° Celsius 

Measurement Range: -15° to + 60° Celsius  

Measurement Resolution: 0.1° Celsius  

Measurement Accuracy: +/- 1.0% of Full Scale  

Display: 16 Columns x Twin Line Backlit LCD  

Dimensions: 120mm (4.72") x 65mm (2.56") x 22mm (0.87")  

Weight: Approx 145 grams (5.1 ounces) with (2) “AA” 

alkaline batteries installed  

Temperature Range: -20° to +50° Celsius  

Battery: (2) “AA” 1.5 volt alkaline  

Operating Time: Minimum 24 hour continuous at +25º Celsius  

5-pin LEMO 

HGG.OB.305.CL

LP 

Wire 

Color 

Alligator Clip Boot 

Color 

(Flying Leads) 

  

Description 

1 Red Red VW Gage + 

2 Black Black VW Gage - 

3 White White Thermistor + 

4 Green Green Thermistor - 

5 Bare Blue Drain Wire 

The following accessories arrive 

with the GI-404 Vibrating Wire 

Readout: 

Vibrating wire gage interconnect 

cable (flying leads). 

GI-404 Vibrating Wire Readout 

manual. 

“AA” Alkaline batteries (2). 

Carrying case with shoulder strap. 

Accessories 


